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Ordering Information

Standard Operating Temperature Models (-10 to 60°C)
ThinkCore IA241-LX
RISC-based Industrial Ready-to-Run Embedded Computer with 4 Serial Ports, 4 DI Channels, 4 DO Channels, Dual Ethernet, 
PCMCIA, SD, Linux OS

ThinkCore IA240-LX
RISC-based Industrial Ready-to-Run Embedded Computer with 4 Serial Ports, 4 DI Channels, 4 DO Channels, Dual Ethernet, SD, 
Linux OS

Wide Operating Temperature Models (-40 to 75°C)
ThinkCore IA241-T-LX
RISC-based Industrial Ready-to-Run Embedded Computer with 4 Serial Ports, 4 DI Channels, 4 DO Channels, Dual Ethernet, 
PCMCIA, SD, Linux OS, Wide Temperature

ThinkCore IA240-T-LX
RISC-based Industrial Ready-to-Run Embedded Computer with 4 Serial Ports, 4 DI Channels, 4 DO Channels, Dual Ethernet, SD, 
Linux OS, Wide Temperature

All items include

• 1 IA241 or IA240

• Quick Installation Guide

• Wall-Mounting Kit

• DIN-Rail Mounting Kit

• Document & Software CD

• Ethernet Cable: RJ45 to RJ45 cross-over cable, 100 cm

• Console Port Cable: CBL-RJ45F9-150 8-pin RJ45 to female DB9 cable, 150 cm

• Serial Port Cable: CBL-RJ45M9-150 8-pin RJ45 to male DB9 cable, 150 cm

• Universal Power Adaptor (includes terminal block to power jack converter)

• Product Warranty Statement
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