








© Copyright 2009 ATEN® International Co., Ltd.
ATEN and the ATEN logo are trademarks of ATEN International Co., Ltd. All rights reserved. All other trademarks are the property of their respective owners.
Printed 04/2009 V1.0

ATEN International Co., Ltd. 
3F, No.125, Sec. 2, Datung Rd. Sijhih City, Taipei 221, Taiwan

Phone: +886-2-8692-6789     Fax: +886-2-8692-6767     www.aten.com     E-mail: online@aten.com.tw 

www.aten.comp5

Sun Legacy

KA9130/KA7130

13W3 Male 

DIN 8 pin Male 

The following KVM Adapter cables are required for use with the KVM Over the NET Switches: 

Type: 

Interface: 

HDB-15 Male 

USB Type A Male

For all USB systems

KA9170/KA7170KA9120/KA7120

PS/2

6-pin Mini-DIN Male

6-pin Mini-DIN Male 

HDB-15 Male 

RS-232 DB-9 Female

Serial

KA9140

RS-232 DB-9 Female

Serial

KA7140

KN series 
Model Description Dimensions

(L x W x H) Weight Power Consumption

KN2132
32 KVM ports,
1 Local and 2 Remote 
User Access

43.36 x 41.35 x 4.40 cm 5.59 kg 110V/33.40W
230V/33.60W

KN4116
16 KVM ports, 
1 Local and 4 Remote 
User Access

43.36 x 41.35 x 4.40 cm 5.52 kg 110V/39.60W
230V/40.00W

KN4132
32 KVM ports,
1 Local and 4 Remote 
User Access

43.36 x 41.35 x 4.40 cm 5.63 kg 110V/45.80W
230V/46.30W

KN2124v
24 KVM ports,
1 Local and 2 Remote 
User Access

43.36 x 41.35 x 4.40 cm 5.99 kg
Single Power: 115V/36.4W; 230V/37.2W
Dual Power
115V/41.8W; 230V/42.5W

KN2140v
40 KVM ports,
1 Local and 2 Remote 
User Access

43.36 x 41.35 x 4.40 cm 6.08 kg
Single Power 115V/36.8W; 230V/37.7W
Dual Power
115V/42.2W; 230V/43W

KN4124v
24 KVM ports,
1 Local and 4 Remote 
User Access

43.36 x 41.35 x 4.40 cm 6.04 kg
Single Power 115V/43.7W; 230V/44.6W
Dual Power
115V/49.1W; 230V/50W

KN4140v
40 KVM ports,
1 Local and 4 Remote 
User Access

43.36 x 41.35 x 4.40 cm 6.12 kg
Single Power 115V/49W; 230V/50W
Dual Power
115V/54W; 230V/56W

Connectors

 LAN 2 x RJ-45 Female (Black)
 Modem 1 x RJ-45 Female (Black)
 USB 3 x USB Type A Female (White)
 PON 1 x RJ-45 Female (Black)

Switches 
Reset 1 x Semi-recessed Pushbutton
Power 2 x Rocker Switch
Port Selection 2 x Pushbutton

LEDs

On Line 16/24/32/40 (Green)
Selected 16/24/32/40 (Red)
Power 1 (Blue)
Link
10/100/1000 Mbps

2 (Red / Red + Green / Green)

Environment
Operating Temp. 0–50°C
Storage Temp. -20–60°C
Humidty 0–80% RH, Non-condensing

Form Factor 19” / 1U

Network Protocol
10Base-T, 100Base-T, 1000Base-T, Auto-Sense, TCP, IP, 
HTTP, HTTPS, DNS, DHCP, PPP, UDP, ARP, ICMP, SMTP, 

RADIUS, LDAP, LDAPS

General Specifications

KVM Adapter Cables

* Available with KN2124v / KN2140v / KN4124v / KN4140v.

Connect to systems
with USB 2.0 ports

KA7175

HDB-15 Male 

USB Type A Male

*

Connect to systems
with USB 2.0 ports+Audio

HDB-15 Male 

USB Type A Male

KA7176

2 Audio plugs

*


