


Watchport Sensors | Features and Specifications

• FCC Part 15, Class B
• CE
• EN55022
• EN55024
• EN60950
• UL 1950
• CSA 2.2 No. 950
• IEC-950

R E G U L A T O R Y

A P P R O V A L S

• USB-powered 
(no external power supply required)

P O W E R  R E Q U I R E M E N T S

• Windows XP, Windows XP Embedded
• Windows NT® 4.0,

Windows NT Embedded
• Windows CE
• Windows 2000/Me
• Windows 98/SE
• Windows 95
• Windows Server™ 2003

O P E R A T I N G  S Y S T E M S

USB Base
• Operating temperature:

32º F to 149º F (0º C to 65º C)
• Relative humidity: 0% to 95% 

(non-condensing)
Sensing Device
• Operating temperature:

-40º F to 185º F (-40º C to 85º C)
• Relative humidity: 0% to 95% 

(non-condensing)

E N V I R O N M E N T A L

• USB 1.0 and 1.1 compatible;
backwards compatibility for 2.0

• Includes:
- Base unit with USB cable to host PC
- Sensing device with CAT5 cable to 

base unit
- Windows driver software
- Watchport Manager software

• ASCII command interface available for 
integration with application software

• Remotely monitor and configure 
multiple sensors on an IP network with 
AnywhereUSB/5

Watchport Manager Software
• Centralized device status 
• Historical data logging
• User-defined thresholds 
• Cell phone, pager, email and onscreen 

alarms for remote monitoring
• Easy integration of multiple sensors 

without additional software 
development

• Minimizes into system tray to save 
screen space 

• Free with Watchport sensors

Watchport/H Humidity & 
Temperature Sensor
• Collects both relative humidity (RH) 

and temperature data
• Temperature compensated RH readings
• Configurable Watchport Manager 

alarm thresholds
• ASCII command interface
• Maximum reading rate: 20 per second
• Temperature accuracy:

+/- 3.6º F (+/- 2º C) at -40º F to 14º F 
(-40º C to -10º C) and +/- 0.9º F 
(+/- 0.5º C) at 14º F to 185º F 
(-10º C to 85º C)

• RH accuracy: +/- 5% at  0-90% 
non-condensing; +/- 8% over 90%

• RH stability: +/- 1% RH (typical) 
at 50% RH in 5 years

• Power consumption: 15 mA (normal),
1.0 mA (suspend mode)

• Maximum CAT5 UTP cable length:
500 ft (152.46 m)

F E A T U R E S

Distance & Proximity Sensor
• Photo-electric sensor with hardware 

controlled sensitivity
• Enables system event triggering with 

Watchport Manager
- Automatic log-off
- Automatic system lock
- Run user-selectable files such 

as screen savers, batch files, scripts 
and executables

• Detection range 1.6 to 4.9 ft 
(0.5 to 1.5 m)

• Maximum reading rate: 3 per second
• Maximum switching frequency: 100 Hz
• Response delay: ≤5.0 ms (typical)
• Power consumption: 70 mA (max)
• Maximum CAT5 UTP cable length:

500 ft (152.46 m)

Watchport/T Temperature Sensor
• Configurable Watchport Manager 

alarm thresholds
• ASCII command interface
• Maximum reading rate: 20 per second
• Temperature accuracy: +/- 3.6º F 

(+/- 2º C) at -40º F to 14º F 
(-40º C to -10º C) and +/- 0.9º F 
(+/- 0.5º C) at 14º F to 185º F 
(-10º C to 85º C)

• Temperature resolution: 0.1º C
• Power consumption: 15 mA (normal),

1.0 mA (suspend mode)
• Maximum CAT5 UTP cable length:

500 ft (152.46 m)

Watchport/W Water Detector
• 2 gold plated pins detect wetness 

on a non-conductive surface 
• Binary output with “Wet” or 

“Dry”readings
• Waterproof enclosure
• Maximum reading rate: 5 per second
• Power consumption: 15 mA (normal),

1.0 mA (suspend mode)
• Maximum CAT5 UTP cable length:

1,000 ft (304.8 m)

Watchport/A Accelerometer
• Dual access accelerometer
• Measures dynamic acceleration such as

vibration or static acceleration (gravity)
• Measures tilt to 0.1°
• Acceleration from -2g to 2g

F E A T U R E S  ( C O N T . )



Model North America International

Watchport/H (Humidity/Temperature Sensor) 301-1141-01 301-1141-01
Watchport/D (Distance/Proximity Sensor) 301-1146-01 301-1146-01
Watchport/P (Proximity Sensor) 301-1143-01 301-1143-01
Watchport/T (Temperature Sensor) 301-1144-01 301-1144-01
Watchport/W (Water Detector) 301-1145-01 301-1145-01
Watchport/A (Accelerometer) 301-1147-01 301-1147-01
Additional Watchport Sensors in development. Contact us for details.

Watchport USB cameras, motion detection software and facial recognition software also available. See website for details.

M O D E L . . . . . . . . . . . . . . . . . . . . . . P A R T  N U M B E R S

USB Base
• Length: 3.15 in (8.00 cm)
• Width: 1.75 in (4.45 cm)
• Height: 0.80 in (2.03 cm)
• Weight: 3.00 oz (85.05 g)

Sensing Device (Watchport/H, T, W, A)
• Length: 2.12 in (5.39 cm)
• Width: 1.19 in (3.02 cm)
• Height: 0.69 in (1.75 cm)
• Weight: 3.00 oz (85.05 g)

Sensing Device (Watchport/D)
• Length: 1.75 in (4.45 cm)
• Width: 0.74 in (1.88 cm)
• Height: 0.85 in (2.16  cm)
• Weight: 3.00 oz (85.05 g)

Sensing Device (Watchport/P)
• Length: 3.15  in (8.00 cm)
• Width: 1.75 in (4.45 cm)
• Height: 0.80 in (2.03 cm)
• Weight: 3.00 oz (85.05 g)

D I M E N S I O N S

Alerts and thresholds

Watchport/H, T, W, A

Sensing Device

RJ-45
Connector

Sensing Device

USB Base

USB Connector
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