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NB1600 Concentrator
OpenVPN, IPsec, PPTP Server, Mobile IP
Home Agent

Anwendungen
■ Industrielle Firewall
■ VPN Server
■ Serieller Geräteserver
■USB-Geräteserver
■ Digitales I/O-Modul
  

Für kleine Projekte kann dieses Produkt als zentraler VPN Server
verwendet werden.

Der NB1600 Concentrator kann bis zu 25 OpenVPN Verbindungen verwalten.
Die gesamte Konfiguration und Schlüssel für alle VPN Clients können einfach
über die Weboberfläche generiert werde.

Weitere Funktionen umfassen DHCP-Server, DNS-Proxy-Server, DynDNS-
Agent, SNMP-Agent, Telnet/SSH-Server, Web-Server, E-Mail-Client und SMS-
Client. Das Gerät wird über eine leicht zu bedienende Benutzeroberfläche
oder per Kommandozeile bedient.

Die SNMP-Schnittstelle ermöglicht die Einbindung des Routers in ein
Netzwerk-Management-System. Die Firmware kann ausfallsicher aus der
Ferne auf den neuesten Stand gebracht werden.

 

Hauptfunktionen

■Geräteserver
■ Firewall
■OpenVPN Server
■ IPsec Konzentrator
■ PPTP Server
■ DynDNS Server (Option)
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NetModule AG
Meriedweg 11
3172 Niederwangen

 
T +41 31 985 25 10
F +41 31 985 25 11

 
Switzerland

NetModule GmbH
Frankfurter Strasse 92
65760 Eschborn

 
T +49 6196 77 99 79 0
F +49 6196 77 99 79 9

 
Germany

Techn. Daten 

Digital I/O 2 digital inputs, maximum input voltage 40 VDC, minimum voltage for level 1 (set): 7.2 VDC,
maximum
voltage for level 0 (not set): 5.6 VDC. Note: a negative input voltage is not recognized.
2 digital outputs, limiting continuous current: 1 A, maximum switching voltage 60 VDC, 42
VAC (Vrms),
maximum switching capacity: 60 W
Connector type: 8 pins of 15-pin terminal block

Ethernet 2 Ethernet ports, 10/100 Mbps, Auto MDX, bridged or routed
Connector type: RJ45

Serial Protocol: 3-wire RS232
Connector type: 3 pins of 15-pin terminal block

Power Redundant power supply inputs
Input voltage: 12V DC to 48V DC (-15% / +20%)
Max. power consumption: 5W
Connector type: 2+2 pins of 15-pin terminal block

Dimensions 124.2mm x 45mm x 110mm, ca. 450g

Environment Temperature range: -25 °C to +70 °C
Ingress Protection Rating: IP40; MTBF: 547'000h

Safety Standards EN60950-1:2006

EMC Standards EN301489-1 V1.7.1, EN301489-7 V1.3.1 (Emission)
EN61000-6-2:2005, EN50121-3-2:2006 and EN50121-4:2006 (Immunity)

Type Approvals CE according to directive 1995/5/EC (R&TTE)
FCC according to 47 CFR, Part 15

Order numbers:
NB1600-R-S

(contact sales for more models, options or project specific adaptations)
VPN-Router for up to 25 clients

 


